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regulations and ensure that appropriate procedures are in place.  
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PRODUCT NO.: 5872 

 

4' RXPert Double Filtered Balance System, RHS Waste Chute 
W 48.0″ × D 29.0″ × H 50.5″, w/Epoxy Work Surface and analog monitor, Base Stand not included 
 

DESCRIPTION: This double filtered balance system is a Class I biological safety cabinet that 
contains airborne particulates and powders, providing user protection during hazardous drug 
compounding or pharmaceutical manipulation. It is designed to meet the USP requirements for non-
sterile hazardous compounding. This system exhausts air through two levels of HEPA filtration, 
returning it safely to the lab. Both filters are 100% scannable, and can be replaced using a true bag-
in/bag-out system. No outside ducting is required. 
 

FEATURES: 

 Patented design 
 Ergonomic air foil with aerodynamic Clean-Sweep airflow openings 
 Upper dilution air supply 
 Upper containment sash foil 
 Zone-perforated, pivoting rear baffle 
 Side-entry air foils 
 Exhaust HEPA filter, 99.99% efficient on particles 0.3 micron in size 
 True bag-in/bag-out filter disposal system 

 
 

TECHNICAL SPECIFICATIONS: 

Weight (lbs/kg) 541-246 

Dimensions, W x D x H (in) 48 x 29 x 50.5 

Electrical 100-115V, 60 Hz 

Airflow Monitor Guardian 

Blower Requirements Contains built-in blower and exhaust HEPA filter 

Lighting Fluorescent lamp 

Sash Opening Height (in/cm) 9.4/23.9 
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With Built-In HEPA Filtration Yes 

Conformance ANSI Z9.5, CAN/CSA C22.2, Modified ASHRAE 
110, SEFA 1, UL 61010, USP non-sterile 
compounding 

 

WARRANTY: 1 year 

 


