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Image is for illustrative purposes only. Actual 

product may differ in color, size, and appearance. 

Please note that the information contained herein is for informational purposes only.  The information is based on recognized compendia, manufacturers’ instructions and/or other authoritative sources and 

texts.  MEDISCA takes no responsibility for the validity or accuracy of this information.  Customer MUST refer to USP, FDA, Health Canada, TGA and/or their State Board to ensure they comply with the specific 

regulations and ensure that appropriate procedures are in place.  

 

PRODUCT NO.: 6289 

PURIFIER HORIZONTAL CLEAN BENCH, LABCONCO (6 ft, Sterile) 

W 75.0" × D 34.0" × H 48.4" w/UV Light and screen, Base stand not included 
 
DESCRIPTION: This clean bench directs HEPA-filtered air horizontally over the work area to provide ISO 

Class 5 conditions and protect personnel’s work from particulate contamination. It does not provide any 

protection to the user, therefore, it should not be used in conjunction with biohazardous materials, toxins 

or radionuclides. 

 

The Purifier Horizontal Clean Bench is suitable for applications such as tissue culture research, media 

preparation, electronic part inspection, syringe filling, medical device assembly and non-hazardous 

parenteral drug formulation. 

 
FEATURES: 

 Horizontal Laminar flow 
 Fluorescent lighting 
 Front-mounted light and blower switches 
 1/4" thick tempered safety glass side panels 
 Two convenient utility ports with iris openings for passing tubes and electrical cords 
 Type 304 brushed stainless steel work surface with comfortable rounded edges 
 99.99% efficient supply HEPA filter on 0.3 micron particles 
 Double-gasket provides negative pressure HEPA filter leak protection 
 Differential pressure gauge displays pressure across the HEPA filter 
 Replaceable prefilters trap large particles to extend HEPA filter life 
 Variable speed built-in motor/blower with vibration isolation pad 
 Built-in 245 nm UV Light with screen and interlocking safety switch for secondary 

decontamination while the bench is not in use 
 Variable digital timer provides timed UV light exposure 

 

 

 

 

 

 

 



Page 2 of 2 

 
 
 
 

Please note that the information contained herein is for informational purposes only.  The information is based on recognized compendia, manufacturers’ instructions and/or other authoritative sources and 

texts.  MEDISCA takes no responsibility for the validity or accuracy of this information.  Customer MUST refer to USP, FDA, Health Canada, TGA and/or their State Board to ensure they comply with the specific 

regulations and ensure that appropriate procedures are in place.  

 

TECHNICAL SPECIFICATIONS: 

Nominal Width (ft) 6 

External Dimensions, W × D × H (cm / in) 190.5 × 86.4 × 122.9 / 75.0 × 34.0 × 48.4 

Working Depth (cm / in) 53.3 / 21.0 

Shipping Weight (kg / lb) 293 / 645 

Laminar Flow Direction Horizontal 

Electrical Requirement 115 V, 60 Hz, 6 A 

Plug Type 115 V, 15 A 

Conformance CAN/CSA C22.2, ETL, UL 

Material of Construction 
UV-resistant, dry powder epoxy-coated 

steel and tempered safety glass 

# of Prefilters 3 

 

WARRANTY: 1 year 


