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Please note that the information contained herein is for informational purposes only.  The information is based on recognized compendia, manufacturers’ instructions and/or other authoritative sources and 

texts.  MEDISCA takes no responsibility for the validity or accuracy of this information.  Customer MUST refer to USP, FDA, Health Canada, TGA and/or their State Board to ensure they comply with the specific 

regulations and ensure that appropriate procedures are in place.  

 

PRODUCT NO.: 6726 

RXPERT™ SINGLE FILTERED BALANCE SYSTEM, LABCONCO (4 ft) 
W 48.0” × D 29.0” × H 41.2” 
 
 
DESCRIPTION: The RXPert single filtered balance system is a Class I Biological Safety Cabinet that meet the 

USP <800> requirements for non-sterile hazardous compounding. It provides user protection by keeping powders 
and particulates contained during hazardous drug manipulation.  
  
The RXPert features a space-saving design constructed of a static-dissipative powder-coated aluminum frame, 
steel rear plenum and baffle, and tempered safety glass. This balance enclosure includes an all-in-one factory-
installed canopy, and damper allows for thimble ducting to the outside. 
 
 
FEATURES: 

 True bag-in/bag-out HEPA filter disposal system allows for safe filter replacement 
 Optimal HEPA filter location permits leak-detection scan on entire surface 
 Front mounted pressure gauge helps determine HEPA filter loading 
 Tempered safety glass provides better fire, scratch and chemical resistance than acrylic and dissipates 

static charge 
 Side-entry air foils allow air to sweep interior surfaces to enhance containment 
 Two utility ports with iris openings allow passage of tubing, electrical cords and cables from inside to back 

exterior for connection to services 
 Canopy connection comes factory installed and manual damper included 
 Space-saving design 
 Stainless steel work surface included 
 Built-in impeller has vibration-isolation supports to minimize disturbance to sensitive balances 
 Patented rear baffle with zones of perforations promotes horizontal laminar airflow 
 Deep interior easily accommodates large analytical balances 
 Quiet operation as low as 48 decibels 
 Built-in airflow monitor alerts the user top face velocities outside of preset range 
 Static-dissipative powder-coated aluminum frame and steel rear plenum and baffle 
 Upper dilution air supply sweeps clean air to the back of sash to keep contaminants away from the 

operator 
 Ergonomic angled sash for comfortable viewing 
 Upper containment sash foil directs contaminants away from the user’s breathing zone 
 Patented Clean-Sweep™ air foil allows air to sweep the work surface to maximize containment 
 Intrinsically safe: The positive pressure impeller is surrounded by a negative pressure plenum so that if a 

leak should develop, the unfiltered air is captured and refiltered 
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TECHNICAL SPECIFICATION: 

Dimensions, W × D × H (cm / in) 121.9 × 73.7 × 104.6 / 48.0 × 29.0 × 41.2 

Interior Height (cm / in) 57.7 / 22.7 

Weight (kg / lb) 177 / 391 

Electrical 100 – 115 V, 60 Hz, 10 A 

Air Usage/Static Pressure with Sash as working 
height 

At 60 fpm, exhausts 175 CFM at 0.40 – 0.46-inch 
H2O static pressure. At 80 fpm, exhausts 235 CFM 
at 0.57 – 0.66-inch H2O static pressure 

Airflow Monitor Guardian 

Blower Requirements 
Contains built-in blower and exhaust HEPA filter, 
Remote blower or FilterMate Portable Exhauster(s) 
and filters required 

Conformance 
ANSI Z9.5, CAN/CSA C22.2, Modified ASHRAE 
110, SEFA 1, UL 61010 

Lighting Fluorescent  lamp 

Sash Opening Height (cm / in) 23.9 / 9.4 

Type Balance Enclosure 

Width (m / ft) 1.2 / 4.0 

With Built-in HEPA Filtration Yes 

 

ADDITIONAL INFORMATION:  
 
WARRANTY: 1 year 


