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PRODUCT NO.: 6762 

 

3' RXPert Double Filtered Balance System w/Epoxy Work Surface  
3ft, W 36.0” x D 29.0” x H 50.5”  
 
DESCRIPTION: Patented RXPert Double Filtered Balance Systems meet the USP <800>† 
requirements for non-sterile hazardous compounding. These Class I biological safety cabinets use 
double HEPA filtration to contain airborne particulates and powders, providing user protection during 
hazardous drug manipulation. No outside ducting is required. 
 
FEATURES: 

 Two exhaust HEPA filters, 99.99% efficient on particles 0.3 micron in size.  
 Each HEPA filter 100% independently leak-detection scannable without removing impellers or 

filters.  
 Built-in blower with dynamically balanced, vibration-isolated motorized impeller and speed 

control. Blower has a 40% reserve so that the speed may be adjusted as needed by a certified 
technician as the filter loads.  

 Glacier white and gray, static-dissipative powder-coated aluminum frame and steel rear 
plenum and baffle. No unreliable plastic-to-plastic bonding is used.  

 Front-mounted pressure gauge helps determine HEPA filter loading.  
 Tempered safety glass provides better fire, scratch and chemical resistance than acrylic and 

dissipates static charge.  
 True bag-in/bag-out HEPA filter disposal system for both filters. Allows for safe filter 

replacement.  
 Easy 100% leak-detection scanning of both HEPA filters without altering or removing impellers 

and filters.  
 Built-in airflow monitor alerts the user to face velocities outside of pre-set range.  
 Upper dilution air supply sweeps clean air to the back of sash to keep contaminants away from 

the operator.  
 Upper containment sash foil directs contaminants away from the user’s breathing zone.  
 Side-entry air foils allow air to sweep interior surfaces to enhance containment.  
 Patented Clean-Sweep air foil allows air to sweep the work surface to maximize containment.  
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 Space-saving design. Impeller and HEPA filter are contained within the enclosure’s upper 
plenum for a small overall footprint.  

 Quiet operation as low as 52 decibels.  
 Guardian Airflow Monitor that continuously monitors airflow with a green LED that glows when 

airflow is within set point range and a red LED that glows and an audible alarm that sounds 
when airflow is outside set point range.  

 Intrinsically safe, negative pressure design.  
 Pre-wired fluorescent lamp and switches for blower and light.  
 1/4" thick tempered safety glass front sash and sides.  
 Two (1.5") utility ports for pass-through of electrical cords.  
 8' cord included.  
 Particulate containment independently verified by SafeBridge Consultants, Inc.  
 Validation package available containing balance stability, powder containment and modified 

ASHRAE 110-1995 Test Reports.  
 
TECHNICAL SPECIFICATIONS: 
 
Weight (lbs/kg) 452/205 
Overall Dimensions, W x D x H (in) 36 x 29 x 50.5 
Internal Dimensions, W x D x H (in) 33.6 x 23.4 x 22.7 
Electrical 100-115V, 60 Hz 
Work Surface Epoxy Resin Work Surface 
Width 3’ 
Airflow Monitor Guardian 
Blower Requirements Contains built-in blower and exhaust HEPA filter 
Conformance ANSI Z9.5, CAN/CSA C22.2, Modified ASHRAE 

110, SEFA 1, UL 61010, USP non-sterile 
compounding 

Lighting  Fluorescent lamp 
Sash opening Height (in/cm) 9.4/23.9 
Type Balance Enclosure 
With Built-In HEPA Filtration Yes 

 
WARRANTY: 1 year 
 
 


